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PRODUCT  :  SOME NON APEKS  HOSES /APEKS REGULATORS


          

DATE       :  22nd April 2009  




Dear Customer,
It has come to our attention that, although it negates the warranty, some people are changing the hose on Apeks regulators to non Apeks manufactured hoses.  There could be difficulty when fitting some non Apeks hoses to any Apeks regulator.

Due to the design of some non Apeks swivel hose fittings, there is very little room for a standard 11/16” spanner to be used to tighten the hose connection, therefore if fitting this hose you must adhere to the following:
The torque setting for the hose connection is 5Nm as stated in your regulator CD owners manual. If there is no torque wrench available, the heat exchanger nut must be held whilst tightening the hose nut to the second stage, this can only be achieved with the use of a slim fit spanner.
 Due to the design of all Apeks swivel hose connections, standard spanners can be used with all Apeks hoses.
Please note, this will not affect the Flight regulator which has a non tool connection.

Please note unforeseen difficulties can arise when fitting Non Apeks equipment to our products, which is why it is only recommended you assemble Apeks manufactured parts. If a lightweight flexible hose is required we would strongly recommend that the Apeks Lightweight hose be used.  The part number for the lightweight regulator hose is AP0198 and the lightweight octopus hose is AP0199. 

If you have any further queries please contact the technical department.
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Apeks Marine Ltd. Neptune Way, Blackburn, Lancs. BB1 2BT.

  TEL :0044 (0) 1254 692200        FAX : 0044 (0) 1254 692211       email-info@apeks.co.uk
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